
 

 

 

6.25KW Mundo Power VAWT 
 
 

DESCRIPTION 

 
Turbine Savonius-Darrieus Hybrid (drag-lift) 

Will take wind from any direction 

Maintenance Requirements Single THK Bearing on synthetic grease lubricate every 5 years 

Expected Life 15-25 years 

Warranty 5 years 

 

SPECIFICATIONS 

 
GENERATION CAPACITY 6250 Watts 

Turbine Output 6250 Watts 
AC 3 Phase 

Average Rated Wind Speed 3500 Watts @ 22.4 mph / 10 meters per second 

Rotation begins at 4.5 mph / 2 meters per second wind speed 

Generation begins at 6.7 mph / 3 meters per second wind speed 

Cut off Wind Speed 70mph / 145 km/h 

Operating RPM 70 - 120 RPM 

Braking System M/K Model 6250 wind power controller 
Designed to keep the turbine operating under 120 RPM up to 145 
km/hr. – manual 9000 U resistor bank 

Vibration Minimal Vibration 
Configuration Three wind blades mounted directly to generator 

Blades Powder Coated 

Certification TUV Certified  

Noise 65db @ 15ft (4.5m) 

 

DIMENTIONS 

 
Height of Blades 192 in / 488cm 

Blade Depth 29 in / 74 cm 

Blade Width 10 in / 25 cm 

Diameter of turbine w/Blades 78 in / 198 cm 

Circumference 292 in / 742 cm 

Weight of turbine 1650 lbs. / 748.4 Kg 
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